
lnut/ace
TAFI ECTA

Customer
Bus Rdother

CLEC reports trouble on unbundled analog loop - X X X
port combination to BellSouth ofbehalfofCLEC
residential customer who cannot receive or
originate calls.
CLEC reports trouble on unbundled analog loop - X X X X X
port combination to BST on behalfofCLEC
business customer who cannot originate calls afte
migration from BST.
CLEC reports trouble on unbundled analog loop - X X X X X
port combination to BST in response to CLEC
residential customer complaint of inability
originate calls after migration from BST.
CLEC submits trouble on unbundled analog loop X X X X X
port combinations to BellSouth on behalfof
CLEC business customer who cannot receive call
after migration from BST.
CLEC reports trouble on unbundled analog loop - X X X X X
port combination to BST in response to CLEC
residential customer complaint that they cannot
receive calls.
CLEC submits trouble on four BST provided X X X X X
unbundled analog loop - port combinations to
BellSouth in response to CLEC business custome
complaint of noisy lines.
CLEC reports trouble on unbundled analog loop· X X X X X
port combination to BellSouth in response to
CLEC residential customer complaint of noisy
line.
CLEC submits trouble report about unbundled X X X X
analog loop - port combination to BellSouth in
response to CLEC business customer's complaint
of noisy line.
CLEC reports trouble on nine unbundled non- X X X X
designed analog loop· port combinations to BST
on behalf ofCLEC business customer whose
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x

x

x

x

x

x

x

Itftt,'act

x

x

TAFI ECTA

x

x

x

x

x

x

x

x

CliStoiftU

Bus R~

x

x

Other

x

x

x

xx

x

x

x

x

x

CLEC reports trouble on unbundled digital loop·
port combination to OST on behalfofCLEC
residential customer who cannot make or receive
calls.

CLEC reports NDT on three unbundled digital
loop - port combinations to BST.

CLEC reports trouble on unbundled digital loop ­
port combination to BST on behalfofCLEC
business customer who cannot receive or originat
calls.

CLEC queries BST maintenance & repair systems
to obtain Trouble History Report for CLEC
residential customer served by OST provided

unbundled analog loop. port co~m!:",b~i...na...t...io...n....':'!""'.......+~':'!""'--l. .......~~b...,.... ...........l...~.........,..J!.~~~......,':'!""' ....................,~~~ ........~~...............~...,....~--I~~~-lIL-.~....L~_..II-_--JL-.-~1

CLEC queries BST maintenance & repair systems
to obtain Trouble History Report for small CLEC
business customer served by OST provided
unbundled analog loop· port combination.

CLEC queries OST maintenance & repair systems
in order to verify calling plan for CLEC business
customer served by BST provided unbundled
analog loop. port combination.
CLEC queries BST maintenance & repair systems
in order to verify features for CLEC residential
customer served by BST provided unbundled
analog loop· port combination.

CLEC reports feature trouble on unbundled non­
designed digital loop • port combination to OST i
response to CLEC residential customer complaint.
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Intet/ace
TAFI ECTA

Customer.
BUI. Res

CLEC submits troubles NOT on unbundled digita X X
loop· port combination to BST in response to
CLEC residential customer's report. Trouble
report merits Emergency Commitment.
CLEC reports trouble on three unbundled digital X X X X
loop - port combinations to BST in response to
CLEC business customer complaint that they
cannot originate calls.
CLEC reports trouble on unbundled digital loop • X X X X
port combination to BST on behalfofCLEC
residential customer who cannot originate calls.
CLEC reports trouble on three unbundled digital X X X X
loop· port combinations to BST on behalfof
CLEC business customer who cannot receive
calls.
CLEC reports trouble on unbundled digital loop. X X X X
port combination to BST in response to CLEC
residential customer who cannot receive calls.
CLEC submits trouble on three unbundled digital X X X X
loop· port combinations to BST in response to
CLEC business customer complaint that calls on
hunting line are not rolling from one line to
another.
CLEC reports vertical feature trouble on X X X X
unbundled digital loop· port combination to BST
for CLEC residential line.
CLEC reports trouble on unbundled digital loop • X X X X
port combination to BST in response to CLEC
business customer complaint about low data rate
on ISDN line.
CLEC reports trouble on unbundled digital loop • X X X X
port combination to BST in response to CLEC
residential customer's inability to send data over
ISDN line.
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CLEC reports trouble on unbundled analog port t
BST in response to business customer's inability
to receive or originate calls.
CLEC submits trouble report on two unbundled
digital ports to BST in response to CLEC
residential customer report ofNDT.
CLEC reports trouble with unbundled port to BST
in response to CLEC business customer complaint
that calls cannot be originated on any line on
ISDN-BRI line.
CLEC reports trouble with unbundled port to BST
in response to CLEC residential customer
complaint that calls cannot be originated on
second line ofISDN-BRI line.
CLEC reports trouble on unbundled digital port to
BST in response to CLEC business customer's
inability to receive incoming calls.
CLEC submits trouble report on analog unbundle
port to BST as a result ofCLEC residential
customer's inability to receive incoming calls.
CLEC reports to BST that features for CLEC
business customer are not working properly due t
unbundled analog port.
CLEC reports to BST that features for CLEC
residential customer are not working properly due
to unbundled digital port.
CLEC queries BST maintenance and repair
systems to validate calling rate plan for CLEC
residential customer served by BST provided
unbundled analog port.
CLEC queries BST maintenance and repair
systems to validate calling rate plan for CLEC
business customer served by BST provided

x

x
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x
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X

X

X

X

X

X

Ittt~flace

X

X

X

X

TAFI ECTA

X

X

X

X

X

Custontn'

Bus RtSOth~f

X

X

X

X

X

X

X

X

CLEC reports intermittent noise trouble on resale
POTS line.

CLEC reports inability to receive calls on resale
POTS line to BST.

CLEC reports feature trouble on resale POTS line
to BST.

CLEC reports inability to originate calls on resale
POTS line to BST.

654 CLEC queries BST maintenance & repair systems X X X X
to obtain Trouble History Report for CLEC
business customer served by BST unbundled
analog port.
CLEC queries BST maintenance & repair systems X X X X
to obtain Trouble History Report for CLEC
residential customer served by BST unbundled
digital port.

656 CLEC reports outage of unbundled analog port to X X X X X
BST.

CLEC reports outage on DSI UNE loop MUXd to X X X X
DS3 UNE IOF to BST.

CLEC reports transmission problems on X X X X
unbundled IOF - loop combination to BST per
CLEC business customer's complaint.
CLEC reports PBX trunk failure on unbundled X X X X
digital loop to BST.
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Itttttj'act

TAFI EeTA

CLEC reports to DST that Hunting is not working X X
on resale line.

CLEC reports trouble on resale Synchronet line to X X X X
BST.

CLEC reports high distortion on resale ISDN-DRI X X X X X
line to BST.

CLEC reports hunting problems on resale POTS X X X X X
line to BST.

CLEC reports PBX trunk failure on resale line to X X X X
BST

Figure B5-IV: Maintenance & Repair Coverage Matrix
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D. Maintenance & Repair Scenarios

The following list is a summarization of the maintenance and repair scenarios. They will
be used to test ECTA and the TAFI version developed for use by Competitive Local
Exchange Carriers (CLECs).

Scenario # Trouble Description
601 CLEC reports unbundled designed analog loop trouble to BST on behalf of CLEC

business customer who cannot receive or make calls.
602 CLEC reports unbundled designed analog loop trouble to BST on behalf of CLEC

residential customer who cannot make or receive calls.
603 CLEC reports unbundled designed analog loop trouble to BST on behalf of CLEC

business customer who cannot originate calls.
604 CLEC reports unbundled designed analog loop trouble to BST in regard to CLEC

residential customer complaint that they cannot originate calls.
605 CLEC reports unbundled designed analog loop trouble to BST in response CLEC

business customer complaint that although they can originate calls, they cannot receive
calls.

606 CLEC reports trouble on an unbundled designed analog loop to BST on behalf of
CLEC residential customer who cannot receive calls.

607 CLEC submits trouble report on an unbundled designed analog loop to BST on behalf
of a CLEC business customer who complains about noise on the lines.

608 CLEC submits trouble report on unbundled designed analog loop to BST in response to
CLEC residential customer's complaints of crosstalk.

609 CLEC reports line failure on unbundled digital loop to BST.
610 CLEC reports line failure to BST on unbundled designed DSO loop.
611 CLEC reports trouble on four unbundled digital loops to BST in regard to CLEC

business customer complaint that they cannot originate calls.
612 CLEC reports trouble on unbundled digital loop to BST on behalf of residential

customer who cannot originate calls.
613 CLEC reports trouble on unbundled digital loop to BST on behalf of small CLEC

business customer who cannot receive calls.
614 CLEC reports trouble on unbundled digital loop to BST on behalf of small CLEC

residential customer who cannot receive calls.
615 CLEC reports high bit error-rates on two unbundled designed DSO loops to BST in

response to CLEC business customer complaint.
616 CLEC submits trouble report to BST in response to CLEC residential customer

complaint ofpoor throughput on ISDN line.
617 CLEC submits trouble report on two unbundled analog loop - port combinations to

BellSouth in response to CLEC business customer report of NDT on two of five lines.
618 CLEC reports trouble on unbundled analog loop - port combination to BellSouth of

behalf of CLEC residential customer who cannot receive or originate calls.
619 CLEC reports trouble on unbundled analog loop - port combination to BST on behalf of

CLEC business customer who cannot originate calls after migration from BST.
620 CLEC reports trouble on unbundled analog loop - port combination to BST in response

to CLEC residential customer complaint of inability originate calls after migration from
BST.

621 CLEC submits trouble on unbundled analog loop - port combinations to BellSouth on
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Scenario # Trouble Description
behalf of CLEC business customer who cannot receive calls after migration from SST.

622 CLEC reports trouble on unbundled analog loop - port combination to SST in response
to CLEC residential customer complaint that they cannot receive calls.

623 CLEC submits trouble on four SST provided analog loop - port UNE combinations to
SellSouth in response to CLEC business customer complaint of noisy lines.

624 CLEC reports trouble on unbundled analog loop - port combination to BellSouth in
response to CLEC residential customer complaint of noisy line.

625 CLEC submits trouble report about unbundled analog loop - port combination to
SellSouth in response to CLEC business customer's complaint of noisy line.

626 CLEC reports trouble on nine unbundled non-designed analog loop - port combinations
to SST on behalf of CLEC business customer whose vertical features are not
functioning properly.

627 CLEC reports feature trouble on unbundled non-designed digital loop - port
combination to BST in response to CLEC residential customer complaint.

628 CLEC queries BST maintenance & repair systems in order to verify calling plan for
CLEC business customer served by SST provided unbundled non-designed analog loop
- port combination.

629 CLEC queries BST maintenance & repair systems in order to verify features for CLEC
residential customer served by BST provided unbundled non-designed analog loop -
port combination.

630 CLEC queries BST maintenance & repair systems to obtain Trouble History Report for
small CLEC business customer served by BST provided unbundled non-designed
analog loop - port combination.

631 CLEC queries BST maintenance & repair systems to obtain Trouble History Report for
CLEC residential customer served by BST provided unbundled non-designed analog
loop - port combination.

632 CLEC reports trouble on unbundled digital loop - port combination to BST on behalf of
CLEC business customer who cannot receive or originate calls.

633 CLEC reports NDT on three unbundled digital loop - port combinations to BST.
634 CLEC reports trouble on unbundled digital loop - port combination to BST on behalf of

CLEC residential customer who cannot make or receive calls.
635 CLEC submits troubles NDT on unbundled digital loop - port combination to BST in

response to CLEC residential customer's report. Trouble report merits Emergency
Commitment.

636 CLEC reports trouble on three unbundled digital loop - port combinations to BST in
response to CLEC business customer complaint that they cannot originate calls.

637 CLEC reports trouble on unbundled digital loop - port combination to BST on behalf of
CLEC residential customer who cannot originate calls.

638 CLEC reports trouble on three unbundled digital loop - port combinations to BST on
behalfof CLEC business customer who cannot receive calls.

639 CLEC reports trouble on unbundled digital loop - port combination to BST in response
to CLEC residential customer who cannot receive calls.

640 CLEC submits trouble on three unbundled digital loop - port combinations to SST in
response to CLEC business customer complaint that calls on hunting line are not rolling
from one line to another.

641 CLEC reports vertical feature trouble on unbundled digital loop - port combination to
BST for CLEC residential line.

642 CLEC reports trouble on unbundled digital loop - port combination to BST in response
to CLEC business customer complaint about low data rate on ISDN line.

643 CLEC reports trouble on unbundled digital loop - port combination to BST in response

-.
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Scenario # Trouble Description
to CLEC residential customer's inability to send data over ISDN line.

644 CLEC reports trouble on unbundled analog port to BST in response to business
customer inability to receive or originate calls.

645 CLEC submits trouble report on two unbundled digital port to BST in response to
CLEC residential customer report of NOT.

646 CLEC reports trouble with unbundled port to BST in response to CLEC business
customer complaint that calls cannot be originated on any line on ISON-BRI line.

647 CLEC reports trouble with unbundled port to BST in response to CLEC residential
customer complaint that calls cannot be originated on second line of ISON-BRI line.

648 CLEC reports trouble on unbundled digital port to BST in response to CLEC business
customer's inability to receive incoming calls.

649 CLEC submits trouble report on analog unbundled port to BST as a result of CLEC
residential customer's inability to receive incoming calls.

650 CLEC reports to BST that features for CLEC business customer are not working
properly due to unbundled analog port.

651 CLEC reports to BST that features for CLEC residential customer are not working
properly due to unbundled digital port.

652 CLEC queries BST maintenance and repair systems to validate calling rate plan for
CLEC residential customer served by BST provided unbundled analog port.

653 CLEC queries BST maintenance and repair systems to validate calling rate plan for
CLEC business customer served by BST provided unbundled digital port.

654 CLEC queries BST maintenance & repair systems to obtain Trouble History Report for
CLEC business customer served by BST unbundled analog port.

655 CLEC queries BST maintenance & repair systems to obtain Trouble History Report for
CLEC residential customer served by BST unbundled digital port.

656 CLEC reports outage of unbundled analog port to BST.
657 CLEC reports outage on OS I UNE loop MUXd to OS3 UNE IOF to BST.
658 CLEC reports transmission problems on unbundled IOF - loop combination to BST per

CLEC business customer's complaint.
659 CLEC reports PBX trunk failure on unbundled digital loop to BST.
660 CLEC reports inability to originate or receive calls on resale POTS line to BST.
661 CLEC reports inability to originate calls on resale POTS line to BST.
662 CLEC reports inability to receive calls on resale POTS line to BST.
663 CLEC reports intermittent noise trouble on resale POTS line.
664 CLEC reports feature trouble on resale POTS line to BST.
665 CLEC reports to BST that Hunting is not working on resale line.
666 CLEC reports trouble on resale Synchronet line to BST.
667 CLEC reports high distortion on resale ISON-BRI line to BST.
668 CLEC reports hunting problems on resale POTS line to BST.
669 CLEC reports PBX trunk failure on resale line to BST.

Figure B5-V: Maintenance & Repair Scenarios
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Scenario # 601: CLEC reports unbundled designed analog loop trouble to asT on behalf of CLEC
business customer who cannot receive or make calls.

Scenario Description: Network Configuration:

CLEC ca-'
,·················...·············l·········i:~ 1__ :

BST Loop

CLEC business customer with SST
unbundled designed analog loop reports to
CLEC that they cannot receive or make
calls on any of their four lines.

CLEC isolates trouble to analog loop and
submits a trouble report to SST using the
loop's circuit id.

BST
Switch

M
D
F .....-!-- Customer

After the trouble is reported, the customer
calls back to inquire about trouble status.

Requirements Addressed:

Test Conditions

Normal Volume X Error X

Peak Volume x Cancel X X

i
: :

Scenario Characteristics:

X X
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Scenario # 602: CLEC reports unbundled designed analog loop trouble to SST on behalf of CLEC
residential customer who cannot make or receive calls.

Scenario Description: Network Configuration:

Customer

BST Loop

M
D
F

CLEC co---:r I ............. I

I
1::. BSTSwitch

I
!
:. u ••••••:

Customer calls regarding later regarding
trouble status.

CLEC isolates trouble to analog loop and
submits a trouble report to SST using loop's
circuit id.

A GLEG residential customer reports to
GLEG that they cannot receive or make
calls on their resale POTS line. GLEG
provisioned the service through SST
supplied unbundled designed analog loop.

Requirements Addressed: Scenario Characteristics:

Test Conditions

Normal Volume X Error X
Peak Volume y. Cancel X

Troub Ie TVDe Network Area Interface Domain
Installation Non-Installatior Co/Loop Switch TransDort TAFI ECTA

X X X
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Scenario # 603: CLEC reports unbundled designed analog loop trouble to SST on behalf of CLEC
business customer who cannot originate calls.

Scenario Description:

A CLEC business customer with two SST
supplied unbundled designed analog loops
reports to CLEC that they cannot originate
calls.

The CLEC determines that the trouble is
confined to SST's analog loop and submits a
trouble report using the loop's circuit id.

Requirements Addressed:

Network Configuration:

, ,

I SST ~ I ~~:,
Switch 1- wi I-+i--~­

- y-
Cole

-

Scenario Characteristics:

Customer

Test Conditions

Normal Volume X Error X
Peak Volume x Cancel X

TrOL"h I.... TVDe Network Area Interface Domain
Installation Non-Installatior Co/Loop Switch Transport TAFI ECTA

X X X
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Scenario # 604: CLEC reports unbundled designed analog loop trouble to SST in regard to CLEC
residential customer complaint that they cannot originate calls.

Scenario Description:

A GLEG residential customer with SST
supplied unbundled designed analog loop
reports that although they can receive calls,
they cannot originate calls.

GLEG determines that the problem is due to
SST's analog loop and submits trouble
report

Requirements Addressed:

Network Configuration:

I·········································,

I S~~~h 1_II--!,I__~o_S~.:....p__

! ~ ...J

Scenario Characteristics:

Customer

Test Conditions

Normal Volume X Error X
Peak Volume )( Cancel X

Trl\..h I~ TVDe Network Area Interface Domain
Installation Non·lnstallatio~ Co/Loop Switch Transport TAFI ECTA

X X X
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Scenario # 605: CLEC reports unbundled designed analog loop trouble to SST in response CLEC
business customer complaint that although they can originate calls, they cannot receive calls.

Scenario Description:

A CLEC business customer with two SST
supplied unbundled designed analog loops
reports that although they can originate
calls, but cannot receive calls.

CLEC pinpoints problem to SST analog loop
and submits trouble report using the loop's
circuit id.

Requirements Addressed:

Test Conditions

Normal Volume X Error X
Peak Volume x Cancel X

Network Configuration:

, ,

! ~ I BST! OST F l Loop

! Switch 1= ~~ l:j:====~===
! tol( Customer
:
! l..-
i: :

Scenario Characteristics:

T -. TVDe Network' rea Interface Domain
Installation Non-Installatio~ ColLoOD Switch TransDort TAFI ECTA

X X X
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Scenario # 606: CLEC reporls trouble on an unbundled designed analog loop to SST on behalf of CLEC
residential customer who cannot receive calls.

Scenario Description:

A CLEC residential customer with SST
supplied unbundled designed analog loop
reports that they can originate calls, but
cannot receive calls.

CLEC determines that trouble is isolated to
SST analog loop and creates a trouble
ticket.

Requirements Addressed:

Network Configuration:

, ••• 0* •••••••••••••••••••••••••••••••••••• ,

I ~ I
! S~~t~h 1- :1 I-+I-...:~.:..:::;.:;..p-­
! k:~;( ,

1. ~ ..J

Scenario Characteristics:

Customer

Test Conditions

Normal Volume X Error X
Peak Volume )( Cancel X

Trouble TVDe Ne L_ur ~ Area Interface Domain
Installation Non-Installatior CoiloOD Switch Transport TAFI ECTA

X X X
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Scenario # 607: CLEC submits trouble report on an unbundled designed analog loop to SST on behalf of
a CLEC business customer who complains about noise on the lines.

Scenario Description: Network Configuration:

CLECCq-i

Customer

BSTLoopM
D
F

BST
Switch

,········..·····..····················I..········.. j

I

A CLEC business customer with two SST
provided unbundled designed analog loops
complains about noisy lines.

CLEC determines that noise originates on
SST analog loop and creates a trouble
report.

: :

Requirements Addressed: Scenario Characteristics:

Test Conditions

Normal Volume X Error X
Peak Volume y Cancel X

TI .- TVDe ... rk ~lrea Interface Domain
Installation Non-Installatior Co/Loop Switch Transport TAFI ECTA

X X X
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Scenario # 608: CLEC submits trouble report on unbundled designed analog loop to SST in response to
CLEC residential customer's complaints of crosstalk.

Scenario Description: Network Configuration:

Customer

M
D
F

BST
Switch

CLECCcr-- 'I I,···········..···..···..·····..····..l·....·..·..j ,~j

I! BST Loop

CLEC determines that trouble originates
from SST analog loop and creates a trouble
report.

A CLEC residential customer with SST
provided unbundled designed analog .Ioop
complains about cross talk.

....................................................J

Requirements Addressed: Scenario Characteristics:

Test Conditions

Normal Volume X Error X
Peak Volume X Cancel X

- . Tvne NA Iwork Are:. Interface DomainI •

Installation Non-Installatior CO/LOOD Switch TranSDort TAFI ECTA

X X X
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Scenario # 609: CLEC reports line failure on unbundled digital loop to SST.

Scenario Description: Network Configuration:

~!-- Customer

M
D
F

CLEC cq-···;

r···························,·········..: SST tno,

! BST
:
i Switch

!
~
i :

CLEe reports line failure to SST on
unbundled digital loop and submits a trouble
report.

Requirements Addressed: Scenario Characteristics:

Test Conditions

Normal Volume X Error X
Peak Volume X Cancel X X X x

5/29/99

Appendix B-5 - M&R Scenarios
Confidential for SST use only

Page B5-9
Georgia ass Evaluation
Master Test Plan
Final vl.O

)



Scenario # 610: CLEC reports line failure to SST on unbundled DSO loop.

Scenario Description:

CLEC reports line failure on unbundled
digital loop and submits a trouble report.

Network Configuration:

CLECCQ--

M
o
F

1'··..·..·...... ·· ..·........·..·....·1..........·

II s~~;:.

~: :

SST Loop

Customer

Requirements Addressed:

Test Conditions

Normal Volume X Error X
Peak Volume x Cancel X

Scenario Characteristics:

T _1- Tvo9 Network Area Interface Domain
Installation Non-Installatior Co/Loop Switch Transport TAFI ECTA

X X X

5/29/99
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Scenario # 611: CLEC reports trouble on four unbundled designed digital loops to SST in regard to
CLEC business customer complaint that they cannot originate calls.

!--'!'----- Customer

Scenario Description:

Small CLEC business customer, served by
CLEC switch and 4 unbundled designed
digital loops, cannot originate calls.

CLEC issues test and determines that
problem is confined to the SST loop. CLEC
creates trouble report.

Requirements Addressed:

Test Conditions

Normal Volume X Error X
Peak Volume x Cancel X

Network Configuration:

CLECCO

f···..··..··........·....·....·..·....I ..··........ j
~ iI i BST Loop

:::.1 BST ~FSwitch

~

~
i
: .:

Scenario Characteristics:

T "- Tvne .. . Area In"- -~ e Domain
Installation Non-Installalior Co/loop Switch Transport TAFI ECTA

X X X

5/29/99
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Scenario # 612: CLEC reports trouble on unbundled designed digital loop to SST on behalf of residential
customer who cannot originate calls.

Scenario Description: Network Configuration:

BST Loop

Customer

CLECCO----
,

, ~.. j

BST ~!-- _

Switch ~

CLEC residential customer, served by CLEC
switch and SST unbundled designed digital
loop, cannot originate calls.

CLEC issues test and determines that
problem is confined to the SST loop. CLEC
submits a trouble report.

: :

Requirements Addressed: Scenario Characteristics:

Test Conditions

Normal Volume X Error X
Peak Volume x Cancel X

Trouble Tvoe N ~ J. rea Interface Domain
Installation Non-Installatior Co/LoOD Switch TransDort TAFI ECTA

X X X
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Scenario # 613: CLEC reports trouble on unbundled designed digital loop to SST on behalf ofsmall
CLEC business customer who cannot receive calls.

Scenario Description:

Small CLEC business customer, served by
CLEC switch and 4 SST unbundled
designed digital loops, cannot originate or
receive calls.

Network Configuration:

CLEC CO--

CLEC issues test and determines that
problem is confined to the SST loop. CLEe
submits trouble report.

BST
Switch

M
D
F

8ST Loop

J-i~--- Customer

Requirements Addressed:

Test Conditions

Normal Volume X Error X
Peak Volume X Cancel X

~
i :

Scenario Characteristics:

Tr..... •hl.... Tvoe N ~ ',rea Interface Domain
Installation Non-Installatior Co/Loop Switch TransDort TAFI ECTA

X X X
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Scenario # 614: CLEC reports trouble on unbundled designed digital loop to SST on behalf ofsmall
CLEC residential customer who cannot receive calls.

SST
Switch

Scenario Description:

CLEC residential customer, served by
CLEC switch and SST unbundled designed
digital loop, cannot receive calls.

CLEC issues test and determines that
problem is confined to the SST loop. CLEC
submits trouble report.

Requirements Addressed:

Network Configuration:

CLEC cq :

SST Loop

M
D
F

i
t :

Scenario Characteristics:

Customer

Test Conditions
Normal Volume X Error X
Peak Volume X Cancel X

Trouble Tvoe Ne .1f1fUI ~ ~ rea I'" ~- D .nLIE:n un e omam
Installation Non-Installatior CO/LOOD Switch Transport TAFI ECTA

X X X

5/29/99
Appendix 8-5 - M&R Scenarios

Confidential for SST use only
Page 85-14

Georgia ass Evaluation
Master Test Plan
Final vl.O



Scenario # 615: CLEC reports high bit error-rates on two unbundled DSO loops to SST in response to
CLEC business customer complaint.

Scenario Description:

GLEG business customer with two SST
provided unbundled DSO loops reports high
bit error-rates on both loops.

GLEG issues test and determines that
problem is confined to the SST loop. GLEG
submits trouble report

GLEG cancels the trouble report before
dispatch.

Requirements Addressed:

Test Conditions

Normal Volume X Error X
Peak Volume )( Cancel X

Network Configuration:

, ..
~ -

I ~ Asr
i::. BST F LoopSwitch 1= w/I::========

I ~ , C,"om"

Scenario Characteristics:

TI .L TVDe Ne Mork Area Interface Domain
Installation Non-Installatior Co/Loop Switch Transport TAFI ECTA

X X X
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Scenario #616: CLEC submits trouble report to SST in response to CLEC residential customer complaint
ofpoor throughput on ISDN line.

Scenario Description:

GLEC residential customer with SST
provided unbundled digital loop reports poor
throughput on ISDN line.

CLEC pinpoints trouble to SST digital loop
and creates trouble report.

Note: In all states except GA TAFI will tell
the user to enter an ISDN trouble in WFA­
not TAFI.

Requirements Addressed:

Network Configuration:

CLECCO -

r······..~~~··················:·········l HST Loop

I Sw"'" F

!
i. .:

Scenario Characteristics:

Customer

Test Conditions

Normal Volume X Error X
Peak Volume x Cancel X

Trouble Tvne Network Area Interface Domain
Installation Non-Installatior Co/loop Switch Transport TAFI ECTA

X X X X
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Scenario # 617: CLEC submits trouble report on two unbundled analog loop. port combinations to
Bel/South in response to CLEC business customer report ofNDT on two of five lines.

Scenario Description: Network Configuration:

Customer

.....- !

M ~
D ~ BST

BST F i Loop
1- :

Switch
1=

wI :

v- :
1-tol

:

I-
I.......-

, ,

! i

!
~
~
~

I
~ j

Customer calls CLEC to reschedule repair
appointment time.

CLEC determines that problem is confined
to SST unbundled network elements and
submits trouble report to SST.

CLEC business customer with SST provided
unbundled analog loop - port combination
reports NOT on two of five lines.

Requirements Addressed: Scenario Characteristics:

Test Conditions

Normal Volume X Error X
Peak Volume x Cancel X

Tr .•..• Tvoe .- rk Area Interface Domain
Installation Non-Installation CO/LOOD Switch TransDort TAFI ECTA

X X X X
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